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EP ADDAFLOW
High Build Epoxy Coating  
(AF-EFW) 

Description

EP ADDAFLOW is a solvent-free, two-part pigmented epoxy resin coating which provides an impervious, hard wearing gloss finish with good chemical resistance and wear properties. It has a low odour and is non flammable. 

Areas of use

Ep AddafloW is designed for use as a coating, primarily on concrete floors in industrial premises, warehouses, garage and hangar floors.

Surface Preparation

The surface to be treated should be free of laitance, oil, grease and loose friable particles which could affect adhesion. Vacuum assisted shot blasting or grinding of the surface is recommended. Please refer to epoxy based primer data sheets for further information on preparation and application details.

Mixing 

EP ADDAFLOW is supplied in units ready to use comprising ‘A’ (Resin) and component ‘B’ (Hardener). First stir thoroughly contents in container ‘A’ to a homogenous consistency then pour contents of ‘B’ into container ‘A’ and mix thoroughly for several minutes using a low speed electric drill or similar. Use protective gloves and goggles. Failure to mix thoroughly will result in poor or non-cure applied material.

Keep all components at room temperature 24 hours before use.

Application

Apply the mixed EP ADDAFLOW immediately by brush, roller or serrated squeegee on to the prepared surface. Particular attention should be given to areas around obstructions and protrusions. Allow to settle then spike roll as required. 
Coverage

The coverage rate achieved will vary depending on the required film thickness. A single coat can be applied on to the primed surface, however two coats are recommended at an approximate rate of 1 – 3 kg/m2  per coat.  A textured surface can be achieved by adding kiln dried aggregate between coats.
TECHNICAL DATA
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Cleaning of Tools and Hands

Tools, brushes etc. should be cleaned immediately after use in Addagrip Solvent Cleaner. Cleaning of hands, use Addagrip Organic Hand Cleaner.

Health & Safety Precautions

Before using this product please ensure you have been supplied and have read carefully the following:-

1. The hazard label (complying with CHIP regulations 2002) applied to the container.

2. Material Safety Data Sheet

How to Specify

EP ADDAFLOW is manufactured by Addagrip Surface Treatments UK Limited, Addagrip House, Bell Lane Industrial Estate, Uckfield, East Sussex TN22 1QL

It is to be used to…………. (give details of project and number of coats required). Mixing and application of the product must be carried out in accordance with the manufacturer’s instructions.

Addagrip Surface Treatments UK Limited products are sold subject to the company's Terms and Conditions of Sale, a copy of which is available on request. Whilst Addagrip endeavours to ensure that advice, specifications, recommendations and information given is correct, it cannot have control over how its products are applied and will not accept liability, directly or indirectly, arising from application of its materials. Any advice, recommendation or information given by Addagrip Surface Treatments UK Limited is based on practical experience and is believed to be accurate at the time of publication, no liability or responsibility of any kind (including liability for negligence) is accepted in this respect by the company, its Servants, or Agents. The figures quoted do not constitute a specification. They represent typical values obtained for this product.

Jan 2007
Product: 	Two-component solvent-free pigmented epoxy resin


Density:	1.3-1.5 g/cm3    (Dependent on colour) 


Solids Content:100%


Colour:	See colour chart


Finish:	Gloss


Mixing ratio:	A : B = 4.46 : 1, by weight


	A : B = 2.78 : 1, by volume


Potlife:	Approx. 40 min at 20oC


Coverage:	1-3 sqm per kg


Application	The product should not be applied at  temp:	temperatures below 10oC.


Curing time:	Initial curing 8-10 hrs at 20oC.


	Full cure 7 days.


Package:	18 kg units


Storage:	Store at 10 - 25oC in a dry


	place in its original container.


Shelf life:	12 months.
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