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EP ADDASTONE RESIN
Resin Bonded Surfacing
(AS-EST)

Description

EP ADDASTONE RESIN is an epoxy natural, buff or coloured two-part resin surface dressing, designed to bind natural aggregates.  The finish achieved provides an attractive, safe, hard wearing and low maintenance surface.

Surface Preparation

All bituminous surfaces to be treated with EP ADDASTONE RESIN should be sealed with ADDACRYL (refer to product information sheet) to prevent the resin from soaking in to the capillary pores.  

Newly installed bituminous surfaces should be installed and compacted to current British Standard specifications. Examples of various suggested build ups are available on request.

Existing bituminous surfaces must be of sound construction; any weakness could result in a bond failure or blistering. We strongly recommend that the client should take or, instruct, that core samples are taken to confirm base suitability.
Concrete and Timber surfaces should be primed using EP ADDASTONE PRIMER or PU ADDASEAL (refer to product information sheets).

Steel surfaces should be degreased and lightly shot blasted or suitably abraded prior to application of EP ADDASOL SHIELDCOAT PRIMER (refer to product information sheets).

SURFACES TO BE TREATED MUST BE DRY   

DO NOT APPLY IN WET CONDITIONS

MIXING 
The contents of container labelled Part ‘B’ (Hardener) should be added to Part ‘A’ (Resin) and thoroughly mixed together using a suitable heavy duty electric paddle mixer or similar (a suitable mixing bucket may be required).
Pouring mixed material back into the original containers for further mixing will ensure thorough mixing and allow any residue in the containers to cure aiding disposal.


Application
Apply by serrated squeegee. A guide to the size of squeegee serrations required is available on request to achieve the required coverage rate.
Coverage Rates
The minimum coverage rate for EP ADDASTONE RESIN is dependent on the chosen aggregate size:

Aggregate
Resin Coverage

0.5 – 1.5mm
1.0 – 1.2kg per sqm

1.0 – 3.0mm
1.5 – 1.7kg per sqm

2.0 – 4.0mm
1.9 – 2.1kg per sqm

2.0 – 5.0mm
2.0 – 2.4kg per sqm

6.0 -10.0 mm
2.8 – 3.5kg per sqm

Quantity of aggregate required to ensure complete blanket coverage:

Aggregate             Aggregate Coverage

0.5 – 1.5mm
   4.0 – 5.0kg per sqm

1.0 – 3.0mm
   6.0 – 8.0kg per sqm

2.0 – 4.0mm
10.0 –12.0kg per sqm

2.0 – 5.0mm
12.0 –14.0kg per sqm

6.0 – 10.0mm
18.0 –20.0kg per sqm

TECHNICAL DATA
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Sweeping/vacuuming

EP ADDASTONE RESIN BONDED surfaces must be thoroughly swept/vacuumed on completion.  Further sweeping/vacuuming will also be required until the initial shedding of aggregate has been exhausted. ADDASTONE contractors will generally carry out the first main sweep/vacuum only.

Note:

The colour and textures of natural aggregates may vary from batch to batch. Small particles of iron may be present in natural aggregates that could lead to possible rust spotting/staining.
Cleaning of Tools and Hands

Tools, brushes etc. should be cleaned immediately after use in Addagrip Solvent Cleaner. 

Cleaning of hands, use Addagrip Organic Hand Cleaner.

Health & Safety Precautions

Before using this product please ensure you have been supplied and have read carefully the following:-

1. The hazard label (complying with CHIP regulations 2002) applied to the container.

2. Material Safety Data Sheet

How to Specify

EP ADDASTONE RESIN is supplied by Addagrip Surface Treatments UK Limited, Addagrip House, Bell Lane Industrial Estate, Uckfield, East Sussex TN22 1QL

It is to be used to…………. (give details of project and number of coats required). Mixing and application of the product must be carried out in accordance with the manufacturer’s instructions.

Addagrip Surface Treatments UK Limited products are sold subject to the company's Terms and Conditions of Sale, a copy of which is available on request. Whilst Addagrip endeavours to ensure that advice, specifications, recommendations and information given is correct, it cannot have control over how its products are applied and will not accept liability, directly or indirectly, arising from application of its materials. Any advice, recommendation or information given by Addagrip Surface Treatments UK Limited is based on practical experience and is believed to be accurate at the time of publication, no liability or responsibility of any kind (including liability for negligence) is accepted in this respect by the company, its Servants, or Agents. The figures quoted do not constitute a specification. They represent typical values obtained for this product.






Jan 2007
Product: 	Epoxy Resin


Density:	1.11kg/lt @ 250C


Colour:	Natural, Buff or Coloured


Coverage:	see above 


Application temp: +5 oC to 30oC - Work time reduces over 30oC


Curing time:	4 - 6 hours @ 20oC 


Package:	20kg, 40kg and bulk drums


Storage:		Protect from frost and direct sunlight, 


Shelf life: 	12 months.
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